
RL Line/Load Reactors
Solve VFD Line & Load Power Quality Problems  
MTE LINE/LOAD REACTORS help keep your equipment running longer by absorbing many of the power line 
disturbances which otherwise damage or shut down your inverters, variable frequency drives (VFDs), variable 
speed controllers, or other sensitive equipment.  They are a robust filtering solution for virtually any 6 pulse rectifier 
or power conversion unit.  There is no need to de-rate MTE RL reactors as they are harmonic compensated and 
IGBT protected to assure optimum performance in the presence of harmonics, and are very effective at reducing 
harmonics produced by inverters and drives.  Standard MTE RL reactors may be applied up to 690 VAC with 
compatible impedance ratings.  MTE RL Reactors have higher continuous and overload ratings. 

HARMONIC COMPENSATION makes MTE reactors suitable for use on either the drive input or drive output.  They 
are designed to carry full rated fundamental current and will also handle current and frequencies associated with 
harmonics up to 50% over the fundamental.  This robust design allows all MTE reactors to be used on the output 
of variable frequency drives including IGBT types with switching frequencies up to 20kHz.  A premium dielectric 
system is designed to protect the reactor’s coils from the potentially high peak voltages and fast dV/dT which may 
be experienced when used for motor protection with long leads between inverter and motor.

SINGLE PHASE - MTE three phase reactors may be applied to 
single phase drives to provide transient protection as well.  See 
application details for correct single phase drive sizing. 

EPOXY IMPREGNATION minimizes audible noise in the reactor 
and enhances structural and moisture integrity.

HIGH SATURATION CURRENT RATING of MTE reactors 
maximizes their surge current protection capability.  MTE 
reactors absorb many of 
the power line disturbances 
which cause nuisance trips 
on voltage source units.

PRODUCT SELECTION:  See MTE RL Selection Brochure or visit the MTE website at www.mtecorp.com and select 
the handy >> Reactor Click Find << for complete product selection & CAD files.

TERMINALS: Terminals are standard and save installation cost by minimizing panel space.  Finger-proof (IP20) ter-
minals are provided through 45 amps.  Solid copper box lugs are provided above 45 amps to 160 amps. Copper tab 
type B14 or B1 flag terminals are used beyond 160 amps (see photo above).

INSTALLATION OPTIONS: MTE line/load reactors are available in a variety of enclosures.  The NEMA 1 for general 
protection or the NEMA 3R for weather protection.

TRANSIENT PROTECTION OPTIONS:  Various voltage rated MOV transient devices may be factory installed to 
reactor’s output to offer the maximum over-voltage input drive security .

Typical uses include:

• Protect Motors from Long Lead Effects 
• Reduce Output Voltage dV/dT 
• Virtually Eliminate Nuisance Tripping 
• Extend Semiconductor Life 
• Reduce Harmonic Distortion 
• Reduce Motor Temperature 
• Reduce Motor Audible Noise

Part Number Breakdown:                        RL _-_ 004 0 2 _

Product Code RL
MOV Option A-J 208-600 VAC
Custom engineered part  X or Z
RMS current rating  001-2100 amps
Type 0open 1NEMA 1 3NEMA 3R
Type  relative impedance 1– 4
Termination  options B1 - B18
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Example:  RL-00402 = standard RL, 4 amp, open, impedance # 2, standard terminal



Product Specifications - RL Three Phase Reactors
Refer to the RL Line /Load Reactor User Manual for Detailed Specifications

Standard impedance values by calculation:	 1.5%, 2, 3%, 4%, 5% available
Impedance basis 				    Reactor rated current, line voltage, frequency and inductance  
Service Factor (continuous)	 		  Note: Select reactor based on rated current only

	 Reactors rated 1 to 750 Amps		  150% of  rating 
Reactors rated above 750 Amps		  125% of rated minimum 

Overload rating					     200% of rated for 30 minutes
						      300% of rated for 1 minute
Maximum system voltage			   600 Volts ( units with terminal blocks)
						      690 Volts (units with box lugs or tab terminals)
Maximum switching frequency			   20 KHz
Insulation system				    Class N (200°C  392°F )
Temperature rise  (open or enclosed reactors)	 135°C  275°F (maximum)
Ambient temperature (open or enclosed reactors) 	 45°C  113°F (Full rated)
Altitude (maximum)				    1000 meters 
Fundamental frequency  (Line or Load)		  50/60 Hz
Approvals:	 				    CE, UL-508, CSA C22.2
Inductance curve (typical)			   100% at 100% current
						      100% at 150% current
						      50% at 350% current (minimum)
Inductance tolerance			   	 +/- 10%
Impregnation:	 				    High Bond Strength “Solvent-Less” Epoxy, 200° C
						      UL94HB recognized
Dielectric Strength	 			   3000 volts rms (4243 volts peak)
dV/dT Protection	 			   Meets NEMA MG-1, part 31 (same as inverter duty motors)
AGENCY APPROVALS:
UL-508 						      File E180243 Component Listed (1 amp – 2400 amps)
UL-508  						     File E180243 UL Listed  NEMA 1 units (1 amp – 2400 amps)
	 Note: Short Circuit rating not required under Exception No.1 of UL508A SB4.2.1 effective 4/25/06

CSA C22.2 		   			   File LR29753-13 CSA Certified (1 amp – 2400 amps)
Class N, 200° C					     File E66214, Type 200-18, UL Recognized Insulation System
CE 						      Marked

MATERIAL:
Core Steel:				    Electrical grade high frequency silicon steel
Windings:				    High dielectric withstand solid copper conductor (220° C)
Enclosures:				    Sheet steel per UL and CSA requirements.  Painted ANSI-61 Grey
Brackets:				    ASTM structural steel or structural aluminum
Sheet Insulation:				   DuPont Nomex 410 (220° C)
Epoxy:					     Ripley Resin Type 468-2 (220° C)

CONSTRUCTION:
CORE:					     Electrical grade silicon steel magnetic laminations.  
WINDINGS:				    3000 volts rms dielectric strength (coil-to-coil & coil-to-core).  

ASSEMBLY:				    Windings are assembled onto EI laminations, secured in place & 		
			   epoxy impregnated for minimum noise & maximum structural rigidity.

COLOR:						      Royal Blue
TESTING:		  			   Inductance, Hi-Pot 3000 Volts rms (5656 volts peak)
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